R

AFFILATRICE PER COLTELLI E LAME

Grinding machine for knives and blades
3aTOYHOM CTAHOK /1A MJIOCKUX HOMKEM




La macchina affilatrice e rettificatrice PX & il primo modello professionale nella gamma di prodotti MVM. E
disponibile nelle versioni con lunghezza utile di affilatura 1000 mm , 1350 mm oppure 1750 mm. PX ha il ciclo di lavoro
automatico programmabile tramite PLC, discesa motorizzata del mandrino, discesa parziale della mola all'inversione
dx-sx e spegnifiamma. E adatta ad affilare tutti i tipi di lame, comprese lame da carta e cartotecnica, lame da cippatore
(macinatore legno), lame per riciclaggio (macinatore plastica), lame da ghigliottina, taglierine e lame con riporto in
metallo duro.

Caratteristiche principali:

Variatore velocita carro 1-20 m/min; - Guide temprate e rettificate ricoperte da nastri in accia-
Motore mola 2,2 kW (3 HP) a 2800 giri/min con mola @150 io sostituibili;

mm; - Piano rotante da 0° a 90°;

Ciclo di lavoro automatico con regolazione della discesa per - PLC (programmatore digitale);

passata da 0,002 mm e arresto automatico a quota prestabi- - Impianto di refrigerazione con vasca esterna e pompa;
lita; - Interruttori per la riduzione della corsa;

Spegni-fiamma al termine del ciclo di lavoro con arresto del - Trascinamento carro con cinghia dentata che consente
carro alla destra del basamento; una traslazione fluida.

Inclinazione testa per I'affilatura di coltelli concavi;

The model PX grinding machine is the first professional model in the range of MVM. It is available in 3 versions
with a grinding length of 1000 mm, 1350 mm and 1750 mm. The PX grinding machine has an automatic working cycle
programmable by a PLC, motorized downfeed of the grinding wheel on the right side of the carriage or right and left
side, and spark-out cycle at the end of grinding cycle. The PX model is suitable for sharpening all types of industrial
blades, including paper knives, wood chipper blades (for wood chpping machines), blades for recycling (plastic, PET
etc ...), guillotine blades, and other knives and blades tipped with carbide.

The main features:

Variable carriage speed ranging from 1 to 20 m / min; - Possilble to incline the grinding head in order
Grinding wheel motor 2.2 kW (3 HP), grinding wheel speed to produce a concave grind;

2800 rpm, grinding wheel 150mm diameter; - Replaceable hardened steel carriage guides;
Automatic working cycle with minimum partial downfeed of the - Rotating chuck from 0° to 90°;

grinding head 0,002mm and downfeed stop at a preset total - PLC (digital programmer) standard;

amount; - Cooling system with external tank and pump;
Spark-out at the end of the working cycle and automatic car- - Carriage run limit switches;

riage head stop on the right side of the carriage run; - Carriage drive is via a toothed belt which affords a

smooth motion.

3aTtoyHon nnockownudoBanbHbln cTaHok PX aBnsieTca nepsBor nNpodeccMoHanbHOW MOAEenblo  cpeau
npoaykunn MVM. Narotaenmeaetcs ¢ pabounmu anuHamu 1000mm, 1350 mm 1 1750 mm. PX nmeeT aBTomatmyeckuni
nporpammupyembin paboumin uukn npu nomoLum MNJ1K, MmoTopmnsmpoBaHHbIN CRyCK LWNMHAENS NPy MHBEPCUK XOa4a Kak
cnpaBa, Tak 1 cneBsa, LMK BbIXaXXMBaHMS N0 OKOHYaHMWIO 3aToYKK. bnarogaps aTum xapakTtepucTMkam CTaHOK NOAX0auT
ANS 3aTOYKU pasHOObpasHbIX BUOOB NPOMbILLMEHHbBIX HOXEW, BKNtoYas BymaropesanbHble HOXW, APOBUNbHLIE HOXN
(ans 06paboTku ApeBECUHbI), HOXM ANA YTUNU3aumMm NoNMMepoB, MINbOTUHbI, HOXM C TBEPOCNIABHBIMU Hanamkamm

nTa.

OCHOBHbI€ XapaKTepPUCTUKM:

BapuaTtop ckopoctu kapeTtkn 1-20 M/MuH; - TemnepupoBaHHble HaNpaensLINE NOKPbITbIE
Oeuratens wrundpkpyra 2,2 Ket (3JIC) ¢ 2800 o6/MuH n 3aMeHSeMbIMW CTanbHbIMU NIEHTaMu;

wnudkpyrom @150 mm; - MosopoTHbIv cTon ot 0° go 90°;

ABTOMaTUYECKMIN pabounii LMKN C peryrnvpoBKON Crycka oT - MJIK (undppoBoe nporpaMmmmpyemoe yCTpomncTBO);
0,002 MM 1 aBTOMaTU4YECKOW OCTAHOBKOW Ha 3aaHHOW KBOTE; - Oxnaxpatowasi cuctema ¢ BHELLHENn BaHHON 1

LIMkn BbIxaXKnBaHWs NO OKOHYaHMIO paboyero umkna c Hacocom;

OCTaHOBKOW KapeTKu C MPaBO CTOPOHbI CTaHWUHbI; - Bbikntoyatenu orpaHnuntenu npobera;

HakrnoH pabo4eri ronoBkM AN 3aTOYKMN U3OTHYThIX HOXKEN; - [MepemeulieHne KapeTku NPy NOMOLLM 3yG4aToro pemHs

YTO rapaHTMpyeT NraBHOE NepeaBuKeHue.

Barra per riferimento da filo

Edge reference
alignment bar

BbipasHusatowas nuHelika no
pexcyweli Kpomke

Vasca esterna con pompa
External tank and pump

BHewHsAs 8aHHa ¢ Hacocom

Programmatore digitale PLC |m..

Digital programmer PLC

Lugposoe npoepammupyrow.
ycmpoticmeo /1K

Discesa motorizzata del
mandrino

Motorised down-feed of the
grinding wheel

Momopu3upo8aHHeil crycK
wnuHdena

Piano magnetico a campo
aperto per coltelli in metallo
duro (Widia)

Open field magnetic work
surface for HM workpieces

Cney.maeHUMHaA nauma ons

meépdocnnasHbix Hoxcell
(Widia)

Lev a per rotazione piano
0°-90°

Lever to rotate chuck 0° - 90°

Poiyae 0514 nosopoma cmona
0°-90°




Caratteristiche Tecnich
B
E———

PX1000 PX1350 PX1750

Overall dimensions

/ Technical characteristics

x1600 mm/mm

x1600 mm/mm

BXHUYECKMe AjaHHble

Lunghezza di affilatura Grinding length 1000 mm/mm 1350 mm/mm 1750 mm/mm
Larghezza piano Chuck width 117 mm/mm 117 mm/mm 120 mm/mm
o MolHocTb aBuratens
Potenza motore mola |Grinding motor power 2,2 kW/KBT 2,2 kW/KBT 2,2 kW/KBT
Giri motore mola |Grinding wheel speed | O6opoTel Asuratens 2800 rpm 2800irpm 2800 rpm
wancKpyra 06/MuH 06/Mu1H 06/MUH
. Clearance between PaccTtoaHue MexXay
Passagglc_> tra mola e grinding wheel CTOJIOM 70 mm/mm 70 mm/mm 70 mm/mm
Pzl and chuck M WAKUDKPYrom
q Diameter of the grin-
Diametro mola ) AnameTp wandkpyra @150 mm/mm @150 mm/mm @150 mm/mm
ding wheel
Incremento minimo Minimum partial MuHMManbHBIM cnyck
Velocita carro con Variable carriage CKOpOCTb KapeTKku c 1/20 m/min 1/20 m/min 1/20 m/min
variatore speed Bap1aTopoM M/MWH M/MWH M/MWH
2600x900 3000x900 3400x900

x1600 mm/mm

* Upon request:

Dimensioni

I I Arichiesta: i Mo 3anpocy:

- Piano elettro-magnetico concavaa T
(standard nella PX1350 e PX1750);

- Motore mola 3,7 kW (5 HP)
a 2800 giri/min;

- Barra riferimento da filo;

- Piano magnetico speciale per coltellini in
metallo duro;

- Attrezzo bloccaggio lame usa e getta
(tipo Tersa, Centrofix, Terminus,
Kanefusa, Sinus, Weinig);

- Depuratore magnetico a dischi rotanti;

- Depuratore con filtro a carta.

- Magnetic chuck with T-slot (standard on
PX 1350 and 1750);

Grinding motor 3.7 kW (5 HP) with
grinding wheel speed 2800 rpm;

Edge reference alignment bar;

Open field magnetic work surface for HM
workpieces;

Clamping device for Tersa, Centrofix,
Terminus, Kanefusa, Sinus, Weinig
knives;

Magnetic cleaner with rotating discs;
Manual and automatic paper filters.

- OnekTpomarHuTHas nnuTa ¢ T-o6pa3HbIM
nasom (BxoguT B CTaHOApTHY
komnnekTaumto PX1350 n PX1750);
Oeuratens wnundkpyra 3,7 Ket (5J1C) ¢
2800 06/muH;

BblpaBHMBatoLWwasa nuHerka no pexyLien
KpOMKe;

Cneu.marHuTHas nnuta ans
TBEPAOCMIIABHBLIX HOXEMN;
Brnokupytouiee YCTPOWCTBO ans

0OHOpPa30BbIX HOXEN (kak Tersa,
Centrofix, Terminus, Kanefusa, Sinus,

Weinig);

- MarHuTHbI O4NCTUTEND [
BpaLlaloWmuMmcs auckamu;

- Ounctutens ¢ OyMaxHbIM PULTPOM.
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